
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.955mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.4503 y = 0.4072

CCT = 2811K

Color Parameters:
Chromaticity Coordinate:x=0.4503  y=0.4072/u'=0.2579 v'=0.5246

CCT=2811K(Duv=-0.0004) Dominant WL:Ld =583.8nm Purity=57.4%

Ratio:R=24.3% G=73.4% B=2.3%¡¡Peak WL:Lp=606.1nm  FWHM=123.9nm

Render Index:Ra=83.0

R1 =82 R2 =91 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =11 R10=80 R11=80 R12=73 R13=84 R14=99 R15=74

Photo Parameters:
Flux  = 92.06 lm   Eff. : 71.55 lm/W  Fe  = 288.3 mW

Electrical parameters:
V = 11.921 V     I = 0.1219 A    P = 1.287 W PF = 0.8856

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 35613 (54%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:20
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.901mW/nm
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x = 0.4470 y = 0.4055

CCT = 2850K

Color Parameters:
Chromaticity Coordinate:x=0.4470  y=0.4055/u'=0.2564 v'=0.5234

CCT=2850K(Duv=-0.0007) Dominant WL:Ld =583.7nm Purity=55.9%

Ratio:R=24.0% G=73.6% B=2.3%¡¡Peak WL:Lp=604.1nm  FWHM=125.9nm

Render Index:Ra=83.1

R1 =82 R2 =91 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =12 R10=81 R11=80 R12=73 R13=84 R14=99 R15=75

Photo Parameters:
Flux  = 90.57 lm   Eff. : 70.77 lm/W  Fe  = 283.9 mW

Electrical parameters:
V = 11.922 V     I = 0.1214 A    P = 1.280 W PF = 0.8841

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 34712 (53%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:27
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.904mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.4467 y = 0.4041

CCT = 2841K

Color Parameters:
Chromaticity Coordinate:x=0.4467  y=0.4041/u'=0.2569 v'=0.5229

CCT=2841K(Duv=-0.0012) Dominant WL:Ld =583.9nm Purity=55.4%

Ratio:R=24.1% G=73.5% B=2.3%¡¡Peak WL:Lp=606.1nm  FWHM=125.2nm

Render Index:Ra=83.3

R1 =82 R2 =92 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =13 R10=81 R11=81 R12=73 R13=84 R14=99 R15=75

Photo Parameters:
Flux  = 90.33 lm   Eff. : 71.58 lm/W  Fe  = 284.2 mW

Electrical parameters:
V = 11.924 V     I = 0.1200 A    P = 1.262 W PF = 0.8822

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 34699 (53%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:31
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.963mW/nm
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Wavelength(nm)
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x = 0.4497 y = 0.4075

CCT = 2823K

Color Parameters:
Chromaticity Coordinate:x=0.4497  y=0.4075/u'=0.2573 v'=0.5246

CCT=2823K(Duv=-0.0002) Dominant WL:Ld =583.7nm Purity=57.3%

Ratio:R=24.1% G=73.6% B=2.2%¡¡Peak WL:Lp=606.8nm  FWHM=124.6nm

Render Index:Ra=82.7

R1 =81 R2 =91 R3 =97 R4 =81 R5 =81 R6 =89 R7 =83

R8 =60 R9 =10 R10=79 R11=80 R12=72 R13=83 R14=99 R15=74

Photo Parameters:
Flux  = 93.01 lm   Eff. : 72.08 lm/W  Fe  = 290.3 mW

Electrical parameters:
V = 11.920 V     I = 0.1224 A    P = 1.290 W PF = 0.8845

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 35836 (55%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:34
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.954mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.4470 y = 0.4048

CCT = 2843K

Color Parameters:
Chromaticity Coordinate:x=0.4470  y=0.4048/u'=0.2568 v'=0.5232

CCT=2843K(Duv=-0.0010) Dominant WL:Ld =583.8nm Purity=55.6%

Ratio:R=24.1% G=73.6% B=2.3%¡¡Peak WL:Lp=604.1nm  FWHM=125.4nm

Render Index:Ra=83.2

R1 =82 R2 =91 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =12 R10=81 R11=80 R12=73 R13=84 R14=99 R15=75

Photo Parameters:
Flux  = 92.78 lm   Eff. : 72.10 lm/W  Fe  = 291.1 mW

Electrical parameters:
V = 11.917 V     I = 0.1220 A    P = 1.287 W PF = 0.8851

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 35686 (54%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:35
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.908mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.4464 y = 0.4044

CCT = 2849K

Color Parameters:
Chromaticity Coordinate:x=0.4464  y=0.4044/u'=0.2566 v'=0.5229

CCT=2849K(Duv=-0.0010) Dominant WL:Ld =583.8nm Purity=55.4%

Ratio:R=24.1% G=73.6% B=2.4%¡¡Peak WL:Lp=606.1nm  FWHM=125.1nm

Render Index:Ra=83.2

R1 =82 R2 =92 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =12 R10=81 R11=80 R12=73 R13=84 R14=99 R15=75

Photo Parameters:
Flux  = 90.55 lm   Eff. : 71.43 lm/W  Fe  = 284.2 mW

Electrical parameters:
V = 11.920 V     I = 0.1206 A    P = 1.268 W PF = 0.8820

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 34775 (53%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:36
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.968mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.4486 y = 0.4067

CCT = 2834K

Color Parameters:
Chromaticity Coordinate:x=0.4486  y=0.4067/u'=0.2569 v'=0.5242

CCT=2834K(Duv=-0.0004) Dominant WL:Ld =583.7nm Purity=56.7%

Ratio:R=24.1% G=73.5% B=2.3%¡¡Peak WL:Lp=605.8nm  FWHM=125.0nm

Render Index:Ra=83.1

R1 =82 R2 =91 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =12 R10=81 R11=80 R12=73 R13=84 R14=99 R15=75

Photo Parameters:
Flux  = 93.39 lm   Eff. : 71.88 lm/W  Fe  = 292.5 mW

Electrical parameters:
V = 11.928 V     I = 0.1229 A    P = 1.299 W PF = 0.8862

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 35878 (55%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:38
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.885mW/nm

350 513 675 838 1000
Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
Spectrum CIE1931 EVERFINE

x = 0.4469 y = 0.4046

CCT = 2843K

Color Parameters:
Chromaticity Coordinate:x=0.4469  y=0.4046/u'=0.2568 v'=0.5231

CCT=2843K(Duv=-0.0010) Dominant WL:Ld =583.9nm Purity=55.6%

Ratio:R=24.1% G=73.6% B=2.3%¡¡Peak WL:Lp=605.8nm  FWHM=124.9nm

Render Index:Ra=83.0

R1 =82 R2 =91 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =12 R10=81 R11=80 R12=73 R13=84 R14=99 R15=75

Photo Parameters:
Flux  = 89.37 lm   Eff. : 70.66 lm/W  Fe  = 280.3 mW

Electrical parameters:
V = 11.925 V     I = 0.1199 A    P = 1.265 W PF = 0.8845

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 34359 (52%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:43
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.945mW/nm

350 513 675 838 1000
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x = 0.4486 y = 0.4067

CCT = 2834K

Color Parameters:
Chromaticity Coordinate:x=0.4486  y=0.4067/u'=0.2569 v'=0.5242

CCT=2834K(Duv=-0.0004) Dominant WL:Ld =583.7nm Purity=56.7%

Ratio:R=24.1% G=73.6% B=2.3%¡¡Peak WL:Lp=604.1nm  FWHM=125.2nm

Render Index:Ra=83.0

R1 =81 R2 =91 R3 =97 R4 =81 R5 =81 R6 =89 R7 =83

R8 =60 R9 =11 R10=80 R11=80 R12=72 R13=84 R14=99 R15=74

Photo Parameters:
Flux  = 92.37 lm   Eff. : 71.84 lm/W  Fe  = 289.1 mW

Electrical parameters:
V = 11.922 V     I = 0.1219 A    P = 1.286 W PF = 0.8844

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 35483 (54%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 09:55
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.945mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.4464 y = 0.4044

CCT = 2849K

Color Parameters:
Chromaticity Coordinate:x=0.4464  y=0.4044/u'=0.2566 v'=0.5229

CCT=2849K(Duv=-0.0010) Dominant WL:Ld =583.8nm Purity=55.4%

Ratio:R=24.1% G=73.6% B=2.3%¡¡Peak WL:Lp=604.1nm  FWHM=125.8nm

Render Index:Ra=83.2

R1 =82 R2 =91 R3 =96 R4 =81 R5 =82 R6 =90 R7 =83

R8 =60 R9 =12 R10=81 R11=80 R12=73 R13=84 R14=99 R15=75

Photo Parameters:
Flux  = 92.56 lm   Eff. : 72.38 lm/W  Fe  = 290.7 mW

Electrical parameters:
V = 11.921 V     I = 0.1215 A    P = 1.279 W PF = 0.8828

WHITE:ANSI_2700K

Status:  Integral T = 362 ms  Ip = 35463 (54%)

Model:LED G4/1.2W Number:99LED813
Tester:Petya Marinova Date:2018-03-29 10:18
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393


