
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.709mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3903 y = 0.3914

CCT = 3855K

Color Parameters:
Chromaticity Coordinate:x=0.3903  y=0.3914/u'=0.2257 v'=0.5093

CCT=3855K(Duv=0.0040) Dominant WL:Ld =577.8nm Purity=34.6%

Ratio:R=18.5% G=78.1% B=3.5%¡¡Peak WL:Lp=596.4nm  FWHM=148.9nm

Render Index:Ra=82.4

R1 =80 R2 =89 R3 =96 R4 =80 R5 =80 R6 =85 R7 =86

R8 =63 R9 =5 R10=74 R11=79 R12=59 R13=82 R14=98 R15=73

Photo Parameters:
Flux  = 97.66 lm   Eff. : 74.47 lm/W  Fe  = 291.9 mW

Electrical parameters:
V = 11.973 V     I = 0.1242 A    P = 1.311 W PF = 0.8820

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 33862 (52%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 14:46
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.746mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3874 y = 0.3857

CCT = 3883K

Color Parameters:
Chromaticity Coordinate:x=0.3874  y=0.3857/u'=0.2261 v'=0.5065

CCT=3883K(Duv=0.0021) Dominant WL:Ld =578.5nm Purity=32.0%

Ratio:R=18.6% G=77.9% B=3.5%¡¡Peak WL:Lp=451.3nm  FWHM=21.1nm

Render Index:Ra=83.0

R1 =81 R2 =89 R3 =96 R4 =81 R5 =81 R6 =85 R7 =86

R8 =64 R9 =8 R10=75 R11=80 R12=61 R13=83 R14=98 R15=75

Photo Parameters:
Flux  = 94.08 lm   Eff. : 73.22 lm/W  Fe  = 284.2 mW

Electrical parameters:
V = 11.979 V     I = 0.1220 A    P = 1.285 W PF = 0.8790

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 32595 (50%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 14:49
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.711mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3906 y = 0.3893

CCT = 3830K

Color Parameters:
Chromaticity Coordinate:x=0.3906  y=0.3893/u'=0.2268 v'=0.5085

CCT=3830K(Duv=0.0029) Dominant WL:Ld =578.3nm Purity=34.1%

Ratio:R=18.6% G=78.0% B=3.4%¡¡Peak WL:Lp=596.4nm  FWHM=148.3nm

Render Index:Ra=82.4

R1 =80 R2 =89 R3 =96 R4 =81 R5 =80 R6 =85 R7 =86

R8 =63 R9 =5 R10=74 R11=80 R12=60 R13=82 R14=98 R15=73

Photo Parameters:
Flux  = 97.19 lm   Eff. : 74.14 lm/W  Fe  = 291.3 mW

Electrical parameters:
V = 11.975 V     I = 0.1239 A    P = 1.311 W PF = 0.8832

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 33930 (52%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 14:50
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.778mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3866 y = 0.3848

CCT = 3897K

Color Parameters:
Chromaticity Coordinate:x=0.3866  y=0.3848/u'=0.2260 v'=0.5060

CCT=3897K(Duv=0.0019) Dominant WL:Ld =578.5nm Purity=31.5%

Ratio:R=18.5% G=78.0% B=3.5%¡¡Peak WL:Lp=451.3nm  FWHM=21.6nm

Render Index:Ra=82.9

R1 =81 R2 =89 R3 =95 R4 =81 R5 =81 R6 =85 R7 =86

R8 =64 R9 =8 R10=74 R11=80 R12=60 R13=83 R14=98 R15=75

Photo Parameters:
Flux  = 95.49 lm   Eff. : 74.65 lm/W  Fe  = 289.2 mW

Electrical parameters:
V = 11.851 V     I = 0.1219 A    P = 1.279 W PF = 0.8857

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 33094 (50%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 16:06
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.700mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.3883 y = 0.3876

CCT = 3874K

Color Parameters:
Chromaticity Coordinate:x=0.3883  y=0.3876/u'=0.2259 v'=0.5075

CCT=3874K(Duv=0.0028) Dominant WL:Ld =578.2nm Purity=32.9%

Ratio:R=18.5% G=78.0% B=3.4%¡¡Peak WL:Lp=451.3nm  FWHM=21.8nm

Render Index:Ra=82.7

R1 =81 R2 =89 R3 =96 R4 =81 R5 =80 R6 =85 R7 =86

R8 =64 R9 =6 R10=74 R11=80 R12=60 R13=83 R14=98 R15=74

Photo Parameters:
Flux  = 95.21 lm   Eff. : 75.00 lm/W  Fe  = 286.3 mW

Electrical parameters:
V = 11.913 V     I = 0.1207 A    P = 1.270 W PF = 0.8829

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 32989 (50%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 16:16
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.696mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3902 y = 0.3898

CCT = 3844K

Color Parameters:
Chromaticity Coordinate:x=0.3902  y=0.3898/u'=0.2263 v'=0.5086

CCT=3844K(Duv=0.0033) Dominant WL:Ld =578.1nm Purity=34.1%

Ratio:R=18.6% G=78.0% B=3.4%¡¡Peak WL:Lp=595.5nm  FWHM=21.8nm

Render Index:Ra=82.4

R1 =80 R2 =89 R3 =96 R4 =81 R5 =80 R6 =85 R7 =86

R8 =63 R9 =5 R10=74 R11=79 R12=60 R13=82 R14=98 R15=73

Photo Parameters:
Flux  = 96.46 lm   Eff. : 75.40 lm/W  Fe  = 288.8 mW

Electrical parameters:
V = 11.915 V     I = 0.1214 A    P = 1.279 W PF = 0.8845

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 33591 (51%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 16:18
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.752mW/nm
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Wavelength(nm)
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x = 0.3897 y = 0.3895

CCT = 3855K

Color Parameters:
Chromaticity Coordinate:x=0.3897  y=0.3895/u'=0.2261 v'=0.5084

CCT=3855K(Duv=0.0033) Dominant WL:Ld =578.1nm Purity=33.8%

Ratio:R=18.5% G=78.0% B=3.5%¡¡Peak WL:Lp=451.3nm  FWHM=20.9nm

Render Index:Ra=82.4

R1 =80 R2 =89 R3 =96 R4 =81 R5 =80 R6 =85 R7 =86

R8 =63 R9 =5 R10=74 R11=79 R12=60 R13=82 R14=98 R15=73

Photo Parameters:
Flux  = 97.62 lm   Eff. : 75.43 lm/W  Fe  = 292.0 mW

Electrical parameters:
V = 11.911 V     I = 0.1228 A    P = 1.294 W PF = 0.8846

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 33916 (52%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 16:19
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.697mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.3903 y = 0.3909

CCT = 3849K

Color Parameters:
Chromaticity Coordinate:x=0.3903  y=0.3909/u'=0.2259 v'=0.5091

CCT=3849K(Duv=0.0037) Dominant WL:Ld =577.9nm Purity=34.5%

Ratio:R=18.5% G=78.0% B=3.5%¡¡Peak WL:Lp=596.5nm  FWHM=148.9nm

Render Index:Ra=82.5

R1 =80 R2 =89 R3 =96 R4 =81 R5 =80 R6 =85 R7 =86

R8 =63 R9 =5 R10=74 R11=79 R12=60 R13=82 R14=98 R15=73

Photo Parameters:
Flux  = 96.77 lm   Eff. : 75.45 lm/W  Fe  = 289.4 mW

Electrical parameters:
V = 11.919 V     I = 0.1220 A    P = 1.282 W PF = 0.8821

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 33629 (51%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 16:21
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.678mW/nm

350 513 675 838 1000
Wavelength(nm)
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CCT = 3908K

Color Parameters:
Chromaticity Coordinate:x=0.3866  y=0.3861/u'=0.2254 v'=0.5065

CCT=3908K(Duv=0.0026) Dominant WL:Ld =578.2nm Purity=31.9%

Ratio:R=18.5% G=77.9% B=3.6%¡¡Peak WL:Lp=452.0nm  FWHM=21.7nm

Render Index:Ra=83.1

R1 =81 R2 =90 R3 =96 R4 =81 R5 =81 R6 =86 R7 =86

R8 =64 R9 =8 R10=75 R11=80 R12=61 R13=83 R14=98 R15=74

Photo Parameters:
Flux  = 91.33 lm   Eff. : 73.48 lm/W  Fe  = 275.7 mW

Electrical parameters:
V = 11.924 V     I = 0.1184 A    P = 1.243 W PF = 0.8806

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 31532 (48%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 16:22
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=1.727mW/nm
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Wavelength(nm)
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Color Parameters:
Chromaticity Coordinate:x=0.3870  y=0.3861/u'=0.2257 v'=0.5066

CCT=3897K(Duv=0.0025) Dominant WL:Ld =578.3nm Purity=32.0%

Ratio:R=18.5% G=78.0% B=3.5%¡¡Peak WL:Lp=451.3nm  FWHM=21.6nm

Render Index:Ra=82.8

R1 =81 R2 =89 R3 =96 R4 =81 R5 =81 R6 =85 R7 =86

R8 =64 R9 =7 R10=74 R11=80 R12=61 R13=83 R14=98 R15=74

Photo Parameters:
Flux  = 94.37 lm   Eff. : 73.52 lm/W  Fe  = 284.5 mW

Electrical parameters:
V = 11.924 V     I = 0.1215 A    P = 1.284 W PF = 0.8859

WHITE:ANSI_4000K

Status:  Integral T = 391 ms  Ip = 32692 (50%)

Model:LED G4/1.2W Number:99LED814
Tester:Petya Marinova Date:2018-03-28 16:29
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393


