
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=60.753mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3791 y = 0.3806

CCT = 4062K

Color Parameters:
Chromaticity Coordinate:x=0.3791  y=0.3806/u'=0.2227 v'=0.5031

CCT=4062K(Duv=0.0022) Dominant WL:Ld =577.7nm Purity=28.0%

Ratio:R=17.8% G=78.6% B=3.6%¡¡Peak WL:Lp=455.0nm  FWHM=25.7nm

Render Index:Ra=81.9

R1 =80 R2 =89 R3 =94 R4 =79 R5 =79 R6 =83 R7 =86

R8 =64 R9 =6 R10=72 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 3312 lm   Eff. : 111.36 lm/W  Fe  = 10.04 W

Electrical parameters:
V = 229.98 V     I = 0.1338 A    P = 29.74 W PF = 0.9667

WHITE:ANSI_4000K

Status:  Integral T = 13 ms  Ip = 47357 (72%)

Model:LED SMD/30W Number:99LED736
Tester:Petya Marinova Date:2018-06-27 09:52
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=58.832mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3800 y = 0.3815

CCT = 4046K

Color Parameters:
Chromaticity Coordinate:x=0.3800  y=0.3815/u'=0.2229 v'=0.5036

CCT=4046K(Duv=0.0024) Dominant WL:Ld =577.6nm Purity=28.5%

Ratio:R=17.9% G=78.5% B=3.6%¡¡Peak WL:Lp=455.0nm  FWHM=25.8nm

Render Index:Ra=81.9

R1 =80 R2 =89 R3 =94 R4 =79 R5 =79 R6 =83 R7 =86

R8 =64 R9 =6 R10=72 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 3245 lm   Eff. : 112.78 lm/W  Fe  = 9.829 W

Electrical parameters:
V = 229.95 V     I = 0.1295 A    P = 28.78 W PF = 0.9664

WHITE:ANSI_4000K

Status:  Integral T = 13 ms  Ip = 46429 (71%)

Model:LED SMD/30W Number:99LED736
Tester:Petya Marinova Date:2018-06-27 09:56
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=58.973mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3799 y = 0.3821

CCT = 4051K

Color Parameters:
Chromaticity Coordinate:x=0.3799  y=0.3821/u'=0.2227 v'=0.5038

CCT=4051K(Duv=0.0026) Dominant WL:Ld =577.5nm Purity=28.7%

Ratio:R=17.8% G=78.6% B=3.6%¡¡Peak WL:Lp=455.0nm  FWHM=25.7nm

Render Index:Ra=81.8

R1 =80 R2 =88 R3 =94 R4 =79 R5 =79 R6 =83 R7 =86

R8 =64 R9 =6 R10=72 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 3258 lm   Eff. : 113.15 lm/W  Fe  = 9.850 W

Electrical parameters:
V = 229.96 V     I = 0.1297 A    P = 28.79 W PF = 0.9654

WHITE:ANSI_4000K

Status:  Integral T = 13 ms  Ip = 46555 (71%)

Model:LED SMD/30W Number:99LED736
Tester:Petya Marinova Date:2018-06-27 09:59
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=60.335mW/nm
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Wavelength(nm)
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x = 0.3786 y = 0.3803

CCT = 4075K

Color Parameters:
Chromaticity Coordinate:x=0.3786  y=0.3803/u'=0.2225 v'=0.5029

CCT=4075K(Duv=0.0022) Dominant WL:Ld =577.6nm Purity=27.7%

Ratio:R=17.8% G=78.6% B=3.7%¡¡Peak WL:Lp=455.0nm  FWHM=26.1nm

Render Index:Ra=81.9

R1 =80 R2 =89 R3 =94 R4 =79 R5 =79 R6 =84 R7 =86

R8 =64 R9 =6 R10=72 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 3296 lm   Eff. : 109.73 lm/W  Fe  = 10.00 W

Electrical parameters:
V = 229.97 V     I = 0.1349 A    P = 30.04 W PF = 0.9682

WHITE:ANSI_4000K

Status:  Integral T = 13 ms  Ip = 47163 (72%)

Model:LED SMD/30W Number:99LED736
Tester:Petya Marinova Date:2018-06-27 10:21
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=60.550mW/nm
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Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
Spectrum CIE1931 EVERFINE

x = 0.3800 y = 0.3818

CCT = 4048K

Color Parameters:
Chromaticity Coordinate:x=0.3800  y=0.3818/u'=0.2228 v'=0.5037

CCT=4048K(Duv=0.0025) Dominant WL:Ld =577.6nm Purity=28.6%

Ratio:R=17.8% G=78.6% B=3.6%¡¡Peak WL:Lp=455.0nm  FWHM=25.8nm

Render Index:Ra=81.7

R1 =80 R2 =88 R3 =94 R4 =79 R5 =79 R6 =83 R7 =86

R8 =64 R9 =6 R10=72 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 3351 lm   Eff. : 112.49 lm/W  Fe  = 10.14 W

Electrical parameters:
V = 229.93 V     I = 0.1337 A    P = 29.79 W PF = 0.9686

WHITE:ANSI_4000K

Status:  Integral T = 13 ms  Ip = 47961 (73%)

Model:LED SMD/30W Number:99LED736
Tester:Petya Marinova Date:2018-06-27 10:25
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535


