
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=105.157mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3146 y = 0.3400

CCT = 6336K

Color Parameters:
Chromaticity Coordinate:x=0.3146  y=0.3400/u'=0.1951 v'=0.4743

CCT=6336K(Duv=0.0078) Dominant WL:Ld =496.3nm Purity=6.0%

Ratio:R=13.2% G=81.2% B=5.6%¡¡Peak WL:Lp=453.6nm  FWHM=23.3nm

Render Index:Ra=82.6

R1 =80 R2 =88 R3 =92 R4 =80 R5 =80 R6 =82 R7 =89

R8 =69 R9 =7 R10=70 R11=79 R12=55 R13=82 R14=96 R15=75

Photo Parameters:
Flux  = 3341 lm   Eff. : 114.46 lm/W  Fe  = 10.74 W

Electrical parameters:
V = 229.86 V     I = 0.1315 A    P = 29.19 W PF = 0.9661

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 41499 (63%)

Model:LED SMD/30W Number:99LED736CW
Tester:Petya Marinova Date:2018-06-27 08:50
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=105.256mW/nm
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x = 0.3161 y = 0.3421

CCT = 6253K

Color Parameters:
Chromaticity Coordinate:x=0.3161  y=0.3421/u'=0.1953 v'=0.4757

CCT=6253K(Duv=0.0082) Dominant WL:Ld =498.4nm Purity=5.4%

Ratio:R=13.2% G=81.4% B=5.4%¡¡Peak WL:Lp=452.6nm  FWHM=22.3nm

Render Index:Ra=82.2

R1 =79 R2 =87 R3 =91 R4 =81 R5 =80 R6 =82 R7 =89

R8 =69 R9 =5 R10=68 R11=79 R12=54 R13=81 R14=95 R15=74

Photo Parameters:
Flux  = 3349 lm   Eff. : 116.68 lm/W  Fe  = 10.70 W

Electrical parameters:
V = 229.95 V     I = 0.1293 A    P = 28.70 W PF = 0.9657

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 41229 (63%)

Model:LED SMD/30W Number:99LED736CW
Tester:Petya Marinova Date:2018-06-27 09:04
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=106.355mW/nm
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Wavelength(nm)
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CCT = 6277K

Color Parameters:
Chromaticity Coordinate:x=0.3156  y=0.3415/u'=0.1952 v'=0.4753

CCT=6277K(Duv=0.0081) Dominant WL:Ld =497.7nm Purity=5.5%

Ratio:R=13.2% G=81.4% B=5.4%¡¡Peak WL:Lp=452.6nm  FWHM=22.0nm

Render Index:Ra=82.2

R1 =79 R2 =87 R3 =91 R4 =81 R5 =80 R6 =82 R7 =89

R8 =69 R9 =6 R10=68 R11=79 R12=54 R13=81 R14=95 R15=74

Photo Parameters:
Flux  = 3339 lm   Eff. : 117.13 lm/W  Fe  = 10.68 W

Electrical parameters:
V = 229.96 V     I = 0.1286 A    P = 28.51 W PF = 0.9645

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 41649 (64%)

Model:LED SMD/30W Number:99LED736CW
Tester:Petya Marinova Date:2018-06-27 09:31
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=114.112mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.3168 y = 0.3432

CCT = 6209K

Color Parameters:
Chromaticity Coordinate:x=0.3168  y=0.3432/u'=0.1954 v'=0.4763

CCT=6209K(Duv=0.0083) Dominant WL:Ld =499.6nm Purity=5.1%

Ratio:R=13.2% G=81.5% B=5.3%¡¡Peak WL:Lp=451.3nm  FWHM=20.8nm

Render Index:Ra=81.8

R1 =79 R2 =86 R3 =91 R4 =81 R5 =80 R6 =81 R7 =89

R8 =69 R9 =4 R10=66 R11=79 R12=54 R13=81 R14=95 R15=74

Photo Parameters:
Flux  = 3553 lm   Eff. : 118.73 lm/W  Fe  = 11.29 W

Electrical parameters:
V = 229.89 V     I = 0.1345 A    P = 29.93 W PF = 0.9675

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 44436 (68%)

Model:LED SMD/30W Number:99LED736CW
Tester:Petya Marinova Date:2018-06-27 09:32
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=106.461mW/nm
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x = 0.3156 y = 0.3416

CCT = 6277K

Color Parameters:
Chromaticity Coordinate:x=0.3156  y=0.3416/u'=0.1952 v'=0.4753

CCT=6277K(Duv=0.0081) Dominant WL:Ld =497.7nm Purity=5.5%

Ratio:R=13.2% G=81.4% B=5.4%¡¡Peak WL:Lp=452.6nm  FWHM=22.0nm

Render Index:Ra=82.2

R1 =79 R2 =87 R3 =91 R4 =81 R5 =80 R6 =82 R7 =89

R8 =69 R9 =6 R10=68 R11=79 R12=54 R13=81 R14=95 R15=74

Photo Parameters:
Flux  = 3343 lm   Eff. : 117.29 lm/W  Fe  = 10.68 W

Electrical parameters:
V = 229.88 V     I = 0.1285 A    P = 28.50 W PF = 0.9646

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 41694 (64%)

Model:LED SMD/30W Number:99LED736CW
Tester:Petya Marinova Date:2018-06-27 09:34
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535


