
EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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Spectrum CIE1931 EVERFINE

x = 0.3776 y = 0.3785

CCT = 4089K

Color Parameters:
Chromaticity Coordinate:x=0.3776  y=0.3785/u'=0.2225 v'=0.5019

CCT=4089K(Duv=0.0017) Dominant WL:Ld =577.8nm Purity=26.9%

Ratio:R=17.9% G=78.5% B=3.7%¡¡Peak WL:Lp=455.0nm  FWHM=25.6nm

Render Index:Ra=82.5

R1 =81 R2 =89 R3 =94 R4 =80 R5 =80 R6 =84 R7 =87

R8 =65 R9 =9 R10=73 R11=78 R12=57 R13=83 R14=97 R15=75

Photo Parameters:
Flux  = 4402 lm   Eff. : 108.96 lm/W  Fe  = 13.44 W

Electrical parameters:
V = 229.98 V     I = 0.1823 A    P = 40.40 W PF = 0.9638

WHITE:ANSI_4000K

Status:  Integral T = 9 ms  Ip = 43349 (66%)

Model:LED SMD/40W Number:99LED737
Tester:Petya Marinova Date:2018-06-27 13:42
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=81.973mW/nm
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x = 0.3776 y = 0.3789

CCT = 4092K

Color Parameters:
Chromaticity Coordinate:x=0.3776  y=0.3789/u'=0.2224 v'=0.5021

CCT=4092K(Duv=0.0018) Dominant WL:Ld =577.7nm Purity=27.0%

Ratio:R=17.8% G=78.5% B=3.7%¡¡Peak WL:Lp=455.0nm  FWHM=25.9nm

Render Index:Ra=82.4

R1 =81 R2 =89 R3 =94 R4 =80 R5 =80 R6 =84 R7 =87

R8 =65 R9 =9 R10=73 R11=78 R12=57 R13=83 R14=97 R15=75

Photo Parameters:
Flux  = 4416 lm   Eff. : 109.58 lm/W  Fe  = 13.47 W

Electrical parameters:
V = 229.96 V     I = 0.1819 A    P = 40.30 W PF = 0.9634

WHITE:ANSI_4000K

Status:  Integral T = 9 ms  Ip = 43518 (66%)

Model:LED SMD/40W Number:99LED737
Tester:Petya Marinova Date:2018-06-27 13:45
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=81.711mW/nm

350 513 675 838 1000
Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
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x = 0.3776 y = 0.3791

CCT = 4092K

Color Parameters:
Chromaticity Coordinate:x=0.3776  y=0.3791/u'=0.2224 v'=0.5022

CCT=4092K(Duv=0.0019) Dominant WL:Ld =577.7nm Purity=27.1%

Ratio:R=17.8% G=78.5% B=3.6%¡¡Peak WL:Lp=455.0nm  FWHM=25.8nm

Render Index:Ra=82.3

R1 =80 R2 =89 R3 =94 R4 =80 R5 =80 R6 =84 R7 =87

R8 =65 R9 =9 R10=72 R11=78 R12=57 R13=83 R14=97 R15=75

Photo Parameters:
Flux  = 4408 lm   Eff. : 109.52 lm/W  Fe  = 13.43 W

Electrical parameters:
V = 229.98 V     I = 0.1817 A    P = 40.25 W PF = 0.9631

WHITE:ANSI_4000K

Status:  Integral T = 9 ms  Ip = 43426 (66%)

Model:LED SMD/40W Number:99LED737
Tester:Petya Marinova Date:2018-06-27 13:47
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=80.110mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3770  y=0.3784/u'=0.2222 v'=0.5018

CCT=4105K(Duv=0.0018) Dominant WL:Ld =577.7nm Purity=26.7%

Ratio:R=17.8% G=78.5% B=3.7%¡¡Peak WL:Lp=455.0nm  FWHM=26.4nm

Render Index:Ra=82.4

R1 =81 R2 =89 R3 =94 R4 =80 R5 =80 R6 =84 R7 =87

R8 =65 R9 =9 R10=73 R11=78 R12=57 R13=83 R14=97 R15=75

Photo Parameters:
Flux  = 4331 lm   Eff. : 108.04 lm/W  Fe  = 13.23 W

Electrical parameters:
V = 229.98 V     I = 0.1810 A    P = 40.09 W PF = 0.9629

WHITE:ANSI_4000K

Status:  Integral T = 9 ms  Ip = 42706 (65%)

Model:LED SMD/40W Number:99LED737
Tester:Petya Marinova Date:2018-06-27 13:48
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=81.732mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3780  y=0.3792/u'=0.2225 v'=0.5023

CCT=4085K(Duv=0.0019) Dominant WL:Ld =577.7nm Purity=27.2%

Ratio:R=17.9% G=78.5% B=3.6%¡¡Peak WL:Lp=455.0nm  FWHM=25.7nm

Render Index:Ra=82.5

R1 =81 R2 =89 R3 =94 R4 =80 R5 =80 R6 =84 R7 =87

R8 =65 R9 =9 R10=73 R11=78 R12=57 R13=83 R14=97 R15=75

Photo Parameters:
Flux  = 4399 lm   Eff. : 108.60 lm/W  Fe  = 13.42 W

Electrical parameters:
V = 229.98 V     I = 0.1827 A    P = 40.51 W PF = 0.9642

WHITE:ANSI_4000K

Status:  Integral T = 9 ms  Ip = 43303 (66%)

Model:LED SMD/40W Number:99LED737
Tester:Petya Marinova Date:2018-06-27 13:50
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535


