
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=129.081mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3140 y = 0.3368

CCT = 6383K

Color Parameters:
Chromaticity Coordinate:x=0.3140  y=0.3368/u'=0.1959 v'=0.4726

CCT=6383K(Duv=0.0065) Dominant WL:Ld =494.0nm Purity=6.3%

Ratio:R=13.3% G=81.3% B=5.3%¡¡Peak WL:Lp=449.9nm  FWHM=24.0nm

Render Index:Ra=82.9

R1 =81 R2 =86 R3 =89 R4 =83 R5 =82 R6 =81 R7 =89

R8 =72 R9 =12 R10=66 R11=82 R12=60 R13=82 R14=94 R15=76

Photo Parameters:
Flux  = 4289 lm   Eff. : 107.07 lm/W  Fe  = 13.97 W

Electrical parameters:
V = 229.98 V     I = 0.1810 A    P = 40.06 W PF = 0.9623

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 49910 (76%)

Model:LED SMD/40W Number:99LED737CW
Tester:Petya Marinova Date:2018-06-27 12:49
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=127.425mW/nm
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x = 0.3135 y = 0.3359

CCT = 6415K

Color Parameters:
Chromaticity Coordinate:x=0.3135  y=0.3359/u'=0.1958 v'=0.4721

CCT=6415K(Duv=0.0063) Dominant WL:Ld =493.4nm Purity=6.5%

Ratio:R=13.3% G=81.3% B=5.4%¡¡Peak WL:Lp=449.9nm  FWHM=24.4nm

Render Index:Ra=83.1

R1 =81 R2 =86 R3 =89 R4 =84 R5 =82 R6 =81 R7 =89

R8 =73 R9 =13 R10=67 R11=82 R12=60 R13=82 R14=94 R15=77

Photo Parameters:
Flux  = 4235 lm   Eff. : 106.01 lm/W  Fe  = 13.82 W

Electrical parameters:
V = 229.97 V     I = 0.1805 A    P = 39.94 W PF = 0.9621

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 49270 (75%)

Model:LED SMD/40W Number:99LED737CW
Tester:Petya Marinova Date:2018-06-27 12:50
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=134.802mW/nm
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Wavelength(nm)
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x = 0.3156 y = 0.3389

CCT = 6290K

Color Parameters:
Chromaticity Coordinate:x=0.3156  y=0.3389/u'=0.1962 v'=0.4739

CCT=6290K(Duv=0.0068) Dominant WL:Ld =495.8nm Purity=5.7%

Ratio:R=13.4% G=81.4% B=5.2%¡¡Peak WL:Lp=448.6nm  FWHM=23.2nm

Render Index:Ra=82.8

R1 =80 R2 =85 R3 =89 R4 =83 R5 =82 R6 =81 R7 =89

R8 =72 R9 =12 R10=66 R11=82 R12=59 R13=81 R14=94 R15=76

Photo Parameters:
Flux  = 4463 lm   Eff. : 109.50 lm/W  Fe  = 14.46 W

Electrical parameters:
V = 230.08 V     I = 0.1839 A    P = 40.76 W PF = 0.9631

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 52077 (79%)

Model:LED SMD/40W Number:99LED737CW
Tester:Petya Marinova Date:2018-06-27 12:52
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=133.879mW/nm
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Wavelength(nm)
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x = 0.3156 y = 0.3396

CCT = 6287K

Color Parameters:
Chromaticity Coordinate:x=0.3156  y=0.3396/u'=0.1959 v'=0.4743

CCT=6287K(Duv=0.0071) Dominant WL:Ld =496.3nm Purity=5.6%

Ratio:R=13.3% G=81.5% B=5.2%¡¡Peak WL:Lp=448.6nm  FWHM=23.0nm

Render Index:Ra=82.4

R1 =80 R2 =85 R3 =89 R4 =83 R5 =81 R6 =80 R7 =89

R8 =72 R9 =10 R10=65 R11=82 R12=59 R13=81 R14=94 R15=75

Photo Parameters:
Flux  = 4442 lm   Eff. : 108.45 lm/W  Fe  = 14.37 W

Electrical parameters:
V = 230.07 V     I = 0.1845 A    P = 40.96 W PF = 0.9648

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 51682 (79%)

Model:LED SMD/40W Number:99LED737CW
Tester:Petya Marinova Date:2018-06-27 12:53
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=131.463mW/nm
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x = 0.3152 y = 0.3382

CCT = 6314K

Color Parameters:
Chromaticity Coordinate:x=0.3152  y=0.3382/u'=0.1962 v'=0.4735

CCT=6314K(Duv=0.0066) Dominant WL:Ld =495.1nm Purity=5.8%

Ratio:R=13.4% G=81.4% B=5.2%¡¡Peak WL:Lp=448.6nm  FWHM=23.6nm

Render Index:Ra=82.8

R1 =80 R2 =85 R3 =89 R4 =83 R5 =82 R6 =81 R7 =89

R8 =72 R9 =12 R10=66 R11=82 R12=60 R13=81 R14=94 R15=76

Photo Parameters:
Flux  = 4377 lm   Eff. : 108.68 lm/W  Fe  = 14.21 W

Electrical parameters:
V = 230.09 V     I = 0.1817 A    P = 40.27 W PF = 0.9635

WHITE:ANSI_6500K

Status:  Integral T = 7 ms  Ip = 50825 (78%)

Model:LED SMD/40W Number:99LED737CW
Tester:Petya Marinova Date:2018-06-27 12:58
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535


