
EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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Spectrum CIE1931 EVERFINE

x = 0.3780 y = 0.3793

CCT = 4082K

Color Parameters:
Chromaticity Coordinate:x=0.3780  y=0.3793/u'=0.2225 v'=0.5023

CCT=4082K(Duv=0.0019) Dominant WL:Ld =577.7nm Purity=27.3%

Ratio:R=17.8% G=78.5% B=3.7%¡¡Peak WL:Lp=455.0nm  FWHM=26.2nm

Render Index:Ra=82.1

R1 =80 R2 =89 R3 =94 R4 =79 R5 =79 R6 =84 R7 =86

R8 =64 R9 =7 R10=72 R11=77 R12=57 R13=82 R14=97 R15=75

Photo Parameters:
Flux  = 5060 lm   Eff. : 104.14 lm/W  Fe  = 15.40 W

Electrical parameters:
V = 229.97 V     I = 0.2172 A    P = 48.59 W PF = 0.9727

WHITE:ANSI_4000K

Status:  Integral T = 10 ms  Ip = 44160 (67%)

Model:LED SMD E27/50W Number:99LED812
Tester:Petya Marinova Date:2018-04-27 11:15
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=98.391mW/nm
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x = 0.3802 y = 0.3820

CCT = 4044K

Color Parameters:
Chromaticity Coordinate:x=0.3802  y=0.3820/u'=0.2229 v'=0.5038

CCT=4044K(Duv=0.0025) Dominant WL:Ld =577.6nm Purity=28.7%

Ratio:R=17.9% G=78.6% B=3.5%¡¡Peak WL:Lp=454.3nm  FWHM=24.7nm

Render Index:Ra=81.7

R1 =80 R2 =88 R3 =94 R4 =80 R5 =79 R6 =83 R7 =87

R8 =64 R9 =6 R10=71 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 5362 lm   Eff. : 108.40 lm/W  Fe  = 16.21 W

Electrical parameters:
V = 229.95 V     I = 0.2208 A    P = 49.47 W PF = 0.9744

WHITE:ANSI_4000K

Status:  Integral T = 10 ms  Ip = 46738 (71%)

Model:LED SMD E27/50W Number:99LED812
Tester:Petya Marinova Date:2018-04-27 11:19
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=98.513mW/nm
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x = 0.3807 y = 0.3830
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Color Parameters:
Chromaticity Coordinate:x=0.3807  y=0.3830/u'=0.2228 v'=0.5043

CCT=4035K(Duv=0.0028) Dominant WL:Ld =577.5nm Purity=29.2%

Ratio:R=17.9% G=78.7% B=3.5%¡¡Peak WL:Lp=453.3nm  FWHM=24.2nm

Render Index:Ra=81.6

R1 =80 R2 =88 R3 =94 R4 =80 R5 =79 R6 =83 R7 =87

R8 =64 R9 =6 R10=70 R11=77 R12=55 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 5376 lm   Eff. : 109.34 lm/W  Fe  = 16.21 W

Electrical parameters:
V = 229.98 V     I = 0.2199 A    P = 49.17 W PF = 0.9722

WHITE:ANSI_4000K

Status:  Integral T = 10 ms  Ip = 46811 (71%)

Model:LED SMD E27/50W Number:99LED812
Tester:Petya Marinova Date:2018-04-27 11:31
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=96.487mW/nm
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x = 0.3782 y = 0.3796

CCT = 4082K

Color Parameters:
Chromaticity Coordinate:x=0.3782  y=0.3796/u'=0.2225 v'=0.5025

CCT=4082K(Duv=0.0020) Dominant WL:Ld =577.7nm Purity=27.4%

Ratio:R=17.8% G=78.6% B=3.6%¡¡Peak WL:Lp=454.3nm  FWHM=25.4nm

Render Index:Ra=82.0

R1 =80 R2 =89 R3 =94 R4 =80 R5 =79 R6 =83 R7 =86

R8 =64 R9 =7 R10=72 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 5166 lm   Eff. : 105.71 lm/W  Fe  = 15.70 W

Electrical parameters:
V = 229.94 V     I = 0.2185 A    P = 48.87 W PF = 0.9726

WHITE:ANSI_4000K

Status:  Integral T = 10 ms  Ip = 45008 (69%)

Model:LED SMD E27/50W Number:99LED812
Tester:Petya Marinova Date:2018-04-27 12:43
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=96.963mW/nm
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x = 0.3796 y = 0.3813

CCT = 4055K

Color Parameters:
Chromaticity Coordinate:x=0.3796  y=0.3813/u'=0.2227 v'=0.5034

CCT=4055K(Duv=0.0024) Dominant WL:Ld =577.6nm Purity=28.3%

Ratio:R=17.8% G=78.6% B=3.5%¡¡Peak WL:Lp=454.3nm  FWHM=25.1nm

Render Index:Ra=81.7

R1 =80 R2 =88 R3 =94 R4 =79 R5 =79 R6 =83 R7 =86

R8 =64 R9 =6 R10=71 R11=77 R12=56 R13=82 R14=97 R15=74

Photo Parameters:
Flux  = 5265 lm   Eff. : 107.44 lm/W  Fe  = 15.94 W

Electrical parameters:
V = 229.96 V     I = 0.2192 A    P = 49.01 W PF = 0.9724

WHITE:ANSI_4000K

Status:  Integral T = 10 ms  Ip = 45947 (70%)

Model:LED SMD E27/50W Number:99LED812
Tester:Petya Marinova Date:2018-04-27 12:52
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393


