
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=139.715mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3120 y = 0.3339

CCT = 6506K

Color Parameters:
Chromaticity Coordinate:x=0.3120  y=0.3339/u'=0.1955 v'=0.4708

CCT=6506K(Duv=0.0060) Dominant WL:Ld =492.1nm Purity=7.2%

Ratio:R=13.2% G=81.2% B=5.6%¡¡Peak WL:Lp=451.3nm  FWHM=26.5nm

Render Index:Ra=83.3

R1 =81 R2 =87 R3 =91 R4 =83 R5 =82 R6 =82 R7 =89

R8 =72 R9 =12 R10=69 R11=81 R12=59 R13=82 R14=95 R15=77

Photo Parameters:
Flux  = 4742 lm   Eff. : 102.30 lm/W  Fe  = 15.52 W

Electrical parameters:
V = 230.04 V     I = 0.2076 A    P = 46.36 W PF = 0.9707

WHITE:ANSI_6500K

Status:  Integral T = 6 ms  Ip = 46662 (71%)

Model:LED SMD/50W Number:99LED812CW
Tester:Petya Marinova Date:2018-06-27 11:09
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=148.662mW/nm
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x = 0.3167 y = 0.3401

CCT = 6233K

Color Parameters:
Chromaticity Coordinate:x=0.3167  y=0.3401/u'=0.1965 v'=0.4747

CCT=6233K(Duv=0.0068) Dominant WL:Ld =497.0nm Purity=5.3%

Ratio:R=13.4% G=81.4% B=5.2%¡¡Peak WL:Lp=450.6nm  FWHM=24.3nm

Render Index:Ra=82.5

R1 =80 R2 =86 R3 =90 R4 =83 R5 =81 R6 =81 R7 =89

R8 =71 R9 =10 R10=66 R11=82 R12=59 R13=81 R14=94 R15=75

Photo Parameters:
Flux  = 5093 lm   Eff. : 109.46 lm/W  Fe  = 16.44 W

Electrical parameters:
V = 230.02 V     I = 0.2083 A    P = 46.53 W PF = 0.9710

WHITE:ANSI_6500K

Status:  Integral T = 6 ms  Ip = 49324 (75%)

Model:LED SMD/50W Number:99LED812CW
Tester:Petya Marinova Date:2018-06-27 11:17
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=170.969mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3163 y = 0.3410

CCT = 6246K

Color Parameters:
Chromaticity Coordinate:x=0.3163  y=0.3410/u'=0.1959 v'=0.4751

CCT=6246K(Duv=0.0075) Dominant WL:Ld =497.6nm Purity=5.3%

Ratio:R=13.3% G=81.7% B=5.1%¡¡Peak WL:Lp=448.5nm  FWHM=22.2nm

Render Index:Ra=81.7

R1 =79 R2 =84 R3 =88 R4 =82 R5 =81 R6 =80 R7 =88

R8 =71 R9 =7 R10=63 R11=81 R12=58 R13=80 R14=94 R15=74

Photo Parameters:
Flux  = 5611 lm   Eff. : 112.85 lm/W  Fe  = 18.00 W

Electrical parameters:
V = 229.95 V     I = 0.2222 A    P = 49.72 W PF = 0.9730

WHITE:ANSI_6500K

Status:  Integral T = 4 ms  Ip = 37596 (57%)

Model:LED SMD/50W Number:99LED812CW
Tester:Petya Marinova Date:2018-06-27 11:24
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=166.666mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.3155 y = 0.3396

CCT = 6290K

Color Parameters:
Chromaticity Coordinate:x=0.3155  y=0.3396/u'=0.1959 v'=0.4743

CCT=6290K(Duv=0.0071) Dominant WL:Ld =496.2nm Purity=5.7%

Ratio:R=13.3% G=81.6% B=5.1%¡¡Peak WL:Lp=448.6nm  FWHM=22.9nm

Render Index:Ra=81.9

R1 =79 R2 =85 R3 =89 R4 =83 R5 =81 R6 =80 R7 =89

R8 =71 R9 =8 R10=64 R11=82 R12=58 R13=80 R14=94 R15=75

Photo Parameters:
Flux  = 5500 lm   Eff. : 111.20 lm/W  Fe  = 17.72 W

Electrical parameters:
V = 229.95 V     I = 0.2211 A    P = 49.46 W PF = 0.9728

WHITE:ANSI_6500K

Status:  Integral T = 4 ms  Ip = 36742 (56%)

Model:LED SMD/50W Number:99LED812CW
Tester:Petya Marinova Date:2018-06-27 11:25
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=160.370mW/nm

350 513 675 838 1000
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x = 0.3159 y = 0.3409

CCT = 6268K

Color Parameters:
Chromaticity Coordinate:x=0.3159  y=0.3409/u'=0.1956 v'=0.4750

CCT=6268K(Duv=0.0077) Dominant WL:Ld =497.4nm Purity=5.5%

Ratio:R=13.2% G=81.6% B=5.1%¡¡Peak WL:Lp=449.2nm  FWHM=23.4nm

Render Index:Ra=81.8

R1 =79 R2 =85 R3 =89 R4 =82 R5 =80 R6 =80 R7 =89

R8 =71 R9 =7 R10=64 R11=81 R12=58 R13=80 R14=94 R15=74

Photo Parameters:
Flux  = 5425 lm   Eff. : 111.26 lm/W  Fe  = 17.42 W

Electrical parameters:
V = 229.93 V     I = 0.2181 A    P = 48.76 W PF = 0.9725

WHITE:ANSI_6500K

Status:  Integral T = 4 ms  Ip = 35453 (54%)

Model:LED SMD/50W Number:99LED812CW
Tester:Petya Marinova Date:2018-06-27 12:37
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535


