
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=18.454mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3787 y = 0.3794

CCT = 4065K

Color Parameters:
Chromaticity Coordinate:x=0.3787  y=0.3794/u'=0.2229 v'=0.5025

CCT=4065K(Duv=0.0018) Dominant WL:Ld =577.8nm Purity=27.5%

Ratio:R=17.8% G=78.4% B=3.8%¡¡Peak WL:Lp=454.0nm  FWHM=25.9nm

Render Index:Ra=81.9

R1 =80 R2 =89 R3 =95 R4 =79 R5 =80 R6 =85 R7 =85

R8 =62 R9 =3 R10=74 R11=77 R12=59 R13=82 R14=98 R15=74

Photo Parameters:
Flux  = 998.7 lm   Eff. : 99.59 lm/W  Fe  = 3.015 W

Electrical parameters:
V = 230.03 V     I = 0.08643 A    P = 10.03 W PF = 0.5044

WHITE:ANSI_4000K

Status:  Integral T = 58 ms  Ip = 51330 (78%)

Model:LED MOULD FOR CELLING LAMP/9W Number:99LED766
Tester:Petya Marinova Date:2018-02-19 12:37
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V060À_4392



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=17.673mW/nm
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CCT = 4055K

Color Parameters:
Chromaticity Coordinate:x=0.3791  y=0.3794/u'=0.2232 v'=0.5026

CCT=4055K(Duv=0.0016) Dominant WL:Ld =578.0nm Purity=27.6%

Ratio:R=17.9% G=78.4% B=3.8%¡¡Peak WL:Lp=453.7nm  FWHM=26.0nm

Render Index:Ra=81.9

R1 =80 R2 =89 R3 =95 R4 =79 R5 =80 R6 =85 R7 =85

R8 =62 R9 =3 R10=74 R11=77 R12=59 R13=82 R14=98 R15=74

Photo Parameters:
Flux  = 962.6 lm   Eff. : 96.58 lm/W  Fe  = 2.907 W

Electrical parameters:
V = 229.96 V     I = 0.08643 A    P = 9.967 W PF = 0.5015

WHITE:ANSI_4000K

Status:  Integral T = 58 ms  Ip = 49578 (76%)

Model:LED MOULD FOR CELLING LAMP/9W Number:99LED766
Tester:Petya Marinova Date:2018-02-19 12:46
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V060À_4392



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=15.307mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3812  y=0.3821/u'=0.2235 v'=0.5040

CCT=4017K(Duv=0.0023) Dominant WL:Ld =577.8nm Purity=29.1%

Ratio:R=17.9% G=78.4% B=3.7%¡¡Peak WL:Lp=454.0nm  FWHM=26.5nm

Render Index:Ra=81.7

R1 =79 R2 =89 R3 =95 R4 =79 R5 =79 R6 =85 R7 =85

R8 =62 R9 =2 R10=74 R11=77 R12=59 R13=82 R14=98 R15=73

Photo Parameters:
Flux  = 865.2 lm   Eff. : 82.02 lm/W  Fe  = 2.602 W

Electrical parameters:
V = 229.95 V     I = 0.08995 A    P = 10.55 W PF = 0.5100

WHITE:ANSI_4000K

Status:  Integral T = 58 ms  Ip = 44687 (68%)

Model:LED MOULD FOR CELLING LAMP/9W Number:99LED766
Tester:Petya Marinova Date:2018-02-19 12:55
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V060À_4392



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.569mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3788  y=0.3793/u'=0.2230 v'=0.5024

CCT=4062K(Duv=0.0017) Dominant WL:Ld =577.9nm Purity=27.5%

Ratio:R=17.8% G=78.2% B=3.9%¡¡Peak WL:Lp=455.4nm  FWHM=28.5nm

Render Index:Ra=82.0

R1 =80 R2 =90 R3 =96 R4 =78 R5 =80 R6 =86 R7 =85

R8 =62 R9 =3 R10=75 R11=76 R12=60 R13=83 R14=98 R15=74

Photo Parameters:
Flux  = 820.9 lm   Eff. : 78.87 lm/W  Fe  = 2.490 W

Electrical parameters:
V = 229.94 V     I = 0.08933 A    P = 10.41 W PF = 0.5067

WHITE:ANSI_4000K

Status:  Integral T = 58 ms  Ip = 42478 (65%)

Model:LED MOULD FOR CELLING LAMP/9W Number:99LED766
Tester:Petya Marinova Date:2018-02-19 12:56
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V060À_4392



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=17.904mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3781  y=0.3791/u'=0.2226 v'=0.5023

CCT=4082K(Duv=0.0018) Dominant WL:Ld =577.8nm Purity=27.3%

Ratio:R=17.8% G=78.4% B=3.8%¡¡Peak WL:Lp=454.3nm  FWHM=25.9nm

Render Index:Ra=81.9

R1 =80 R2 =89 R3 =95 R4 =79 R5 =80 R6 =85 R7 =85

R8 =62 R9 =3 R10=74 R11=77 R12=58 R13=82 R14=98 R15=74

Photo Parameters:
Flux  = 965.3 lm   Eff. : 96.87 lm/W  Fe  = 2.914 W

Electrical parameters:
V = 229.96 V     I = 0.08657 A    P = 9.965 W PF = 0.5006

WHITE:ANSI_4000K

Status:  Integral T = 58 ms  Ip = 49576 (76%)

Model:LED MOULD FOR CELLING LAMP/9W Number:99LED766
Tester:Petya Marinova Date:2018-02-19 12:57
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V060À_4392


