
EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=15.052mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.4428 y = 0.4115

CCT = 2964K

Color Parameters:
Chromaticity Coordinate:x=0.4428  y=0.4115/u'=0.2511 v'=0.5252

CCT=2964K(Duv=0.0022) Dominant WL:Ld =582.3nm Purity=56.5%

Ratio:R=22.8% G=74.8% B=2.4%¡¡Peak WL:Lp=604.1nm  FWHM=126.3nm

Render Index:Ra=81.1

R1 =79 R2 =89 R3 =97 R4 =79 R5 =79 R6 =87 R7 =83

R8 =57 R9 =1 R10=76 R11=77 R12=68 R13=81 R14=99 R15=71

Photo Parameters:
Flux  = 735.8 lm   Eff. : 91.36 lm/W  Fe  = 2.211 W

Electrical parameters:
V = 230.03 V     I = 0.05856 A    P = 8.054 W PF = 0.5979

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 50886 (78%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 14:40
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=15.206mW/nm
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Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
Spectrum CIE1931 EVERFINE

x = 0.4419 y = 0.4105

CCT = 2969K

Color Parameters:
Chromaticity Coordinate:x=0.4419  y=0.4105/u'=0.2510 v'=0.5246

CCT=2969K(Duv=0.0018) Dominant WL:Ld =582.3nm Purity=55.9%

Ratio:R=23.0% G=74.4% B=2.6%¡¡Peak WL:Lp=604.1nm  FWHM=126.5nm

Render Index:Ra=82.3

R1 =81 R2 =91 R3 =96 R4 =80 R5 =81 R6 =89 R7 =83

R8 =58 R9 =5 R10=80 R11=79 R12=71 R13=83 R14=99 R15=72

Photo Parameters:
Flux  = 740.1 lm   Eff. : 92.84 lm/W  Fe  = 2.238 W

Electrical parameters:
V = 230.05 V     I = 0.05811 A    P = 7.971 W PF = 0.5963

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 51410 (78%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 14:44
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.414mW/nm

350 513 675 838 1000
Wavelength(nm)
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CCT = 2937K

Color Parameters:
Chromaticity Coordinate:x=0.4454  y=0.4134/u'=0.2520 v'=0.5263

CCT=2937K(Duv=0.0025) Dominant WL:Ld =582.3nm Purity=57.8%

Ratio:R=23.0% G=74.6% B=2.4%¡¡Peak WL:Lp=604.1nm  FWHM=125.2nm

Render Index:Ra=81.4

R1 =79 R2 =90 R3 =97 R4 =79 R5 =79 R6 =88 R7 =83

R8 =57 R9 =2 R10=77 R11=78 R12=69 R13=82 R14=99 R15=71

Photo Parameters:
Flux  = 699.4 lm   Eff. : 93.24 lm/W  Fe  = 2.104 W

Electrical parameters:
V = 230.03 V     I = 0.05483 A    P = 7.501 W PF = 0.5947

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 48689 (74%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 14:45
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.638mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.4456 y = 0.4110

CCT = 2915K

Color Parameters:
Chromaticity Coordinate:x=0.4456  y=0.4110/u'=0.2531 v'=0.5254

CCT=2915K(Duv=0.0016) Dominant WL:Ld =582.7nm Purity=57.1%

Ratio:R=23.4% G=74.0% B=2.6%¡¡Peak WL:Lp=604.1nm  FWHM=122.7nm

Render Index:Ra=82.5

R1 =81 R2 =92 R3 =95 R4 =80 R5 =81 R6 =91 R7 =82

R8 =58 R9 =6 R10=82 R11=79 R12=72 R13=84 R14=98 R15=73

Photo Parameters:
Flux  = 701.5 lm   Eff. : 92.75 lm/W  Fe  = 2.131 W

Electrical parameters:
V = 230.05 V     I = 0.05533 A    P = 7.564 W PF = 0.5942

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 49475 (75%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 14:54
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.653mW/nm
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Wavelength(nm)
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Color Parameters:
Chromaticity Coordinate:x=0.4399  y=0.4092/u'=0.2503 v'=0.5238

CCT=2992K(Duv=0.0016) Dominant WL:Ld =582.3nm Purity=54.9%

Ratio:R=22.8% G=74.6% B=2.6%¡¡Peak WL:Lp=604.1nm  FWHM=126.8nm

Render Index:Ra=82.0

R1 =80 R2 =91 R3 =96 R4 =79 R5 =80 R6 =89 R7 =82

R8 =58 R9 =4 R10=79 R11=78 R12=70 R13=83 R14=98 R15=72

Photo Parameters:
Flux  = 717.2 lm   Eff. : 92.10 lm/W  Fe  = 2.170 W

Electrical parameters:
V = 230.01 V     I = 0.05666 A    P = 7.787 W PF = 0.5975

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 49514 (76%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 14:57
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.449mW/nm
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Wavelength(nm)
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x = 0.4421 y = 0.4104

CCT = 2965K

Color Parameters:
Chromaticity Coordinate:x=0.4421  y=0.4104/u'=0.2512 v'=0.5246

CCT=2965K(Duv=0.0018) Dominant WL:Ld =582.4nm Purity=55.9%

Ratio:R=22.9% G=74.7% B=2.4%¡¡Peak WL:Lp=604.1nm  FWHM=126.8nm

Render Index:Ra=81.8

R1 =80 R2 =90 R3 =97 R4 =80 R5 =80 R6 =88 R7 =83

R8 =58 R9 =3 R10=77 R11=78 R12=69 R13=82 R14=99 R15=72

Photo Parameters:
Flux  = 704.8 lm   Eff. : 93.39 lm/W  Fe  = 2.126 W

Electrical parameters:
V = 229.96 V     I = 0.05536 A    P = 7.547 W PF = 0.5928

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 48821 (74%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 15:23
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.979mW/nm
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Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
Spectrum CIE1931 EVERFINE

x = 0.4407 y = 0.4105

CCT = 2988K

Color Parameters:
Chromaticity Coordinate:x=0.4407  y=0.4105/u'=0.2503 v'=0.5244

CCT=2988K(Duv=0.0020) Dominant WL:Ld =582.2nm Purity=55.5%

Ratio:R=22.6% G=75.1% B=2.4%¡¡Peak WL:Lp=604.1nm  FWHM=127.9nm

Render Index:Ra=80.9

R1 =78 R2 =89 R3 =97 R4 =79 R5 =78 R6 =86 R7 =83

R8 =57 R9 =0 R10=75 R11=77 R12=67 R13=81 R14=99 R15=71

Photo Parameters:
Flux  = 737.2 lm   Eff. : 92.95 lm/W  Fe  = 2.213 W

Electrical parameters:
V = 229.95 V     I = 0.05767 A    P = 7.931 W PF = 0.5981

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 50616 (77%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 15:25
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.809mW/nm
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Wavelength(nm)
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x = 0.4415 y = 0.4117

CCT = 2986K

Color Parameters:
Chromaticity Coordinate:x=0.4415  y=0.4117/u'=0.2502 v'=0.5250

CCT=2986K(Duv=0.0024) Dominant WL:Ld =582.1nm Purity=56.1%

Ratio:R=22.7% G=74.8% B=2.5%¡¡Peak WL:Lp=604.1nm  FWHM=127.9nm

Render Index:Ra=81.7

R1 =80 R2 =90 R3 =97 R4 =79 R5 =80 R6 =88 R7 =83

R8 =58 R9 =3 R10=77 R11=78 R12=69 R13=82 R14=99 R15=72

Photo Parameters:
Flux  = 727.2 lm   Eff. : 91.61 lm/W  Fe  = 2.188 W

Electrical parameters:
V = 229.91 V     I = 0.05802 A    P = 7.939 W PF = 0.5951

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 50076 (76%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 15:26
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.728mW/nm
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x = 0.4411 y = 0.4092

CCT = 2972K

Color Parameters:
Chromaticity Coordinate:x=0.4411  y=0.4092/u'=0.2511 v'=0.5240

CCT=2972K(Duv=0.0014) Dominant WL:Ld =582.4nm Purity=55.2%

Ratio:R=23.0% G=74.4% B=2.6%¡¡Peak WL:Lp=604.1nm  FWHM=126.3nm

Render Index:Ra=82.3

R1 =81 R2 =91 R3 =96 R4 =80 R5 =81 R6 =90 R7 =83

R8 =58 R9 =5 R10=80 R11=79 R12=71 R13=83 R14=98 R15=73

Photo Parameters:
Flux  = 717.3 lm   Eff. : 92.06 lm/W  Fe  = 2.174 W

Electrical parameters:
V = 229.94 V     I = 0.05695 A    P = 7.791 W PF = 0.5950

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 49822 (76%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 15:28
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=14.692mW/nm
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x = 0.4417 y = 0.4084

CCT = 2957K

Color Parameters:
Chromaticity Coordinate:x=0.4417  y=0.4084/u'=0.2517 v'=0.5238

CCT=2957K(Duv=0.0011) Dominant WL:Ld =582.6nm Purity=55.2%

Ratio:R=23.1% G=74.3% B=2.6%¡¡Peak WL:Lp=604.1nm  FWHM=125.4nm

Render Index:Ra=82.6

R1 =81 R2 =91 R3 =96 R4 =80 R5 =81 R6 =90 R7 =83

R8 =58 R9 =6 R10=81 R11=79 R12=72 R13=83 R14=98 R15=73

Photo Parameters:
Flux  = 710.9 lm   Eff. : 92.88 lm/W  Fe  = 2.160 W

Electrical parameters:
V = 229.94 V     I = 0.05608 A    P = 7.654 W PF = 0.5936

WHITE:ANSI_3000K

Status:  Integral T = 67 ms  Ip = 49626 (76%)

Model:LED PEAR A60/8W Number:99LED583
Tester:Petya Marinova Date:2018-03-29 15:30
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393


