
EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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Spectrum CIE1931 EVERFINE

x = 0.3848 y = 0.3878

CCT = 3964K

Color Parameters:
Chromaticity Coordinate:x=0.3848  y=0.3878/u'=0.2236 v'=0.5070

CCT=3964K(Duv=0.0038) Dominant WL:Ld =577.4nm Purity=31.9%

Ratio:R=18.1% G=78.7% B=3.2%¡¡Peak WL:Lp=595.5nm  FWHM=154.3nm

Render Index:Ra=81.7

R1 =80 R2 =85 R3 =92 R4 =83 R5 =81 R6 =82 R7 =86

R8 =64 R9 =4 R10=67 R11=84 R12=70 R13=80 R14=96 R15=72

Photo Parameters:
Flux  = 744.2 lm   Eff. : 92.60 lm/W  Fe  = 2.253 W

Electrical parameters:
V = 230.03 V     I = 0.05832 A    P = 8.037 W PF = 0.5991

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 50347 (77%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-29 16:29
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=12.602mW/nm
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x = 0.3849 y = 0.3877

CCT = 3963K

Color Parameters:
Chromaticity Coordinate:x=0.3849  y=0.3877/u'=0.2237 v'=0.5070

CCT=3963K(Duv=0.0038) Dominant WL:Ld =577.4nm Purity=31.9%

Ratio:R=18.1% G=78.5% B=3.3%¡¡Peak WL:Lp=595.5nm  FWHM=154.6nm

Render Index:Ra=82.4

R1 =80 R2 =86 R3 =93 R4 =84 R5 =81 R6 =83 R7 =86

R8 =65 R9 =5 R10=69 R11=84 R12=70 R13=81 R14=96 R15=73

Photo Parameters:
Flux  = 735.7 lm   Eff. : 95.06 lm/W  Fe  = 2.224 W

Electrical parameters:
V = 230.03 V     I = 0.05608 A    P = 7.739 W PF = 0.5999

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 49771 (76%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-29 16:35
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=12.807mW/nm

350 513 675 838 1000
Wavelength(nm)
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x = 0.3838 y = 0.3856

CCT = 3976K

Color Parameters:
Chromaticity Coordinate:x=0.3838  y=0.3856/u'=0.2238 v'=0.5059

CCT=3976K(Duv=0.0031) Dominant WL:Ld =577.6nm Purity=30.9%

Ratio:R=18.2% G=78.4% B=3.4%¡¡Peak WL:Lp=595.5nm  FWHM=154.4nm

Render Index:Ra=82.7

R1 =81 R2 =87 R3 =94 R4 =84 R5 =81 R6 =84 R7 =86

R8 =65 R9 =7 R10=71 R11=84 R12=70 R13=82 R14=96 R15=73

Photo Parameters:
Flux  = 746.1 lm   Eff. : 93.52 lm/W  Fe  = 2.263 W

Electrical parameters:
V = 230.04 V     I = 0.05788 A    P = 7.978 W PF = 0.5992

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 50580 (77%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-29 16:36
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=13.052mW/nm
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Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
Spectrum CIE1931 EVERFINE
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Color Parameters:
Chromaticity Coordinate:x=0.3844  y=0.3878/u'=0.2234 v'=0.5069

CCT=3975K(Duv=0.0039) Dominant WL:Ld =577.3nm Purity=31.8%

Ratio:R=18.1% G=78.6% B=3.3%¡¡Peak WL:Lp=595.5nm  FWHM=154.4nm

Render Index:Ra=82.2

R1 =80 R2 =86 R3 =93 R4 =83 R5 =81 R6 =83 R7 =86

R8 =65 R9 =4 R10=69 R11=84 R12=69 R13=81 R14=96 R15=73

Photo Parameters:
Flux  = 762.7 lm   Eff. : 94.48 lm/W  Fe  = 2.303 W

Electrical parameters:
V = 230.02 V     I = 0.05829 A    P = 8.072 W PF = 0.6021

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 51599 (79%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-29 16:38
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=12.828mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3839  y=0.3867/u'=0.2234 v'=0.5064

CCT=3981K(Duv=0.0036) Dominant WL:Ld =577.4nm Purity=31.3%

Ratio:R=18.1% G=78.6% B=3.4%¡¡Peak WL:Lp=595.5nm  FWHM=154.3nm

Render Index:Ra=82.4

R1 =80 R2 =87 R3 =94 R4 =84 R5 =81 R6 =83 R7 =86

R8 =65 R9 =5 R10=70 R11=84 R12=70 R13=81 R14=96 R15=73

Photo Parameters:
Flux  = 748.9 lm   Eff. : 92.32 lm/W  Fe  = 2.268 W

Electrical parameters:
V = 229.99 V     I = 0.05896 A    P = 8.112 W PF = 0.5983

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 50748 (77%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-29 16:42
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=12.781mW/nm

350 513 675 838 1000
Wavelength(nm)
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Color Parameters:
Chromaticity Coordinate:x=0.3838  y=0.3873/u'=0.2231 v'=0.5066

CCT=3988K(Duv=0.0039) Dominant WL:Ld =577.2nm Purity=31.4%

Ratio:R=18.0% G=78.6% B=3.3%¡¡Peak WL:Lp=595.5nm  FWHM=154.7nm

Render Index:Ra=82.3

R1 =80 R2 =86 R3 =93 R4 =84 R5 =81 R6 =83 R7 =86

R8 =65 R9 =5 R10=69 R11=84 R12=70 R13=81 R14=96 R15=73

Photo Parameters:
Flux  = 748.3 lm   Eff. : 93.58 lm/W  Fe  = 2.263 W

Electrical parameters:
V = 229.95 V     I = 0.05824 A    P = 7.997 W PF = 0.5971

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 50525 (77%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-29 16:56
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=13.231mW/nm
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CCT = 3968K

Color Parameters:
Chromaticity Coordinate:x=0.3848  y=0.3882/u'=0.2234 v'=0.5072

CCT=3968K(Duv=0.0040) Dominant WL:Ld =577.3nm Purity=32.0%

Ratio:R=18.0% G=78.8% B=3.2%¡¡Peak WL:Lp=595.5nm  FWHM=154.2nm

Render Index:Ra=81.7

R1 =80 R2 =86 R3 =93 R4 =83 R5 =80 R6 =82 R7 =86

R8 =64 R9 =3 R10=68 R11=84 R12=69 R13=80 R14=96 R15=72

Photo Parameters:
Flux  = 774.1 lm   Eff. : 93.16 lm/W  Fe  = 2.342 W

Electrical parameters:
V = 229.92 V     I = 0.06045 A    P = 8.309 W PF = 0.5979

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 52411 (80%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-29 16:58
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=12.673mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3828  y=0.3853/u'=0.2233 v'=0.5056

CCT=3998K(Duv=0.0032) Dominant WL:Ld =577.5nm Purity=30.5%

Ratio:R=18.1% G=78.6% B=3.4%¡¡Peak WL:Lp=595.5nm  FWHM=154.6nm

Render Index:Ra=82.5

R1 =80 R2 =87 R3 =93 R4 =84 R5 =81 R6 =83 R7 =86

R8 =65 R9 =6 R10=70 R11=84 R12=70 R13=81 R14=96 R15=73

Photo Parameters:
Flux  = 741.3 lm   Eff. : 94.67 lm/W  Fe  = 2.251 W

Electrical parameters:
V = 229.77 V     I = 0.05697 A    P = 7.830 W PF = 0.5982

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 50184 (77%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-30 08:49
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=12.907mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3823  y=0.3849/u'=0.2231 v'=0.5054

CCT=4010K(Duv=0.0032) Dominant WL:Ld =577.4nm Purity=30.2%

Ratio:R=18.0% G=78.7% B=3.3%¡¡Peak WL:Lp=594.5nm  FWHM=154.4nm

Render Index:Ra=82.3

R1 =80 R2 =86 R3 =93 R4 =84 R5 =81 R6 =83 R7 =86

R8 =65 R9 =5 R10=69 R11=84 R12=70 R13=81 R14=96 R15=73

Photo Parameters:
Flux  = 756.0 lm   Eff. : 94.21 lm/W  Fe  = 2.293 W

Electrical parameters:
V = 229.86 V     I = 0.05849 A    P = 8.025 W PF = 0.5969

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 51175 (78%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-30 09:19
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=12.422mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3834  y=0.3868/u'=0.2231 v'=0.5064

CCT=3994K(Duv=0.0038) Dominant WL:Ld =577.2nm Purity=31.2%

Ratio:R=18.0% G=78.7% B=3.3%¡¡Peak WL:Lp=595.5nm  FWHM=154.5nm

Render Index:Ra=82.2

R1 =80 R2 =86 R3 =93 R4 =84 R5 =81 R6 =83 R7 =86

R8 =65 R9 =5 R10=69 R11=84 R12=70 R13=81 R14=96 R15=73

Photo Parameters:
Flux  = 727.8 lm   Eff. : 94.45 lm/W  Fe  = 2.205 W

Electrical parameters:
V = 229.83 V     I = 0.05644 A    P = 7.705 W PF = 0.5940

WHITE:ANSI_4000K

Status:  Integral T = 78 ms  Ip = 49181 (75%)

Model:LED PEAR A60/8W Number:99LED584
Tester:Petya Marinova Date:2018-03-30 09:23
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393


