
EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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Spectrum CIE1931 EVERFINE

x = 0.3194 y = 0.3471

CCT = 6073K

Color Parameters:
Chromaticity Coordinate:x=0.3194  y=0.3471/u'=0.1958 v'=0.4786

CCT=6073K(Duv=0.0090) Dominant WL:Ld =505.2nm Purity=4.2%

Ratio:R=13.1% G=81.9% B=5.0%¡¡Peak WL:Lp=446.6nm  FWHM=24.0nm

Render Index:Ra=80.2

R1 =77 R2 =83 R3 =89 R4 =81 R5 =79 R6 =79 R7 =87

R8 =66 R9 =0 R10=62 R11=80 R12=61 R13=78 R14=94 R15=70

Photo Parameters:
Flux  = 790.1 lm   Eff. : 99.55 lm/W  Fe  = 2.486 W

Electrical parameters:
V = 229.85 V     I = 0.05782 A    P = 7.937 W PF = 0.5972

WHITE:OUT

Status:  Integral T = 49 ms  Ip = 45264 (69%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 10:56
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=19.937mW/nm

350 513 675 838 1000
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x = 0.3198 y = 0.3463

CCT = 6060K

Color Parameters:
Chromaticity Coordinate:x=0.3198  y=0.3463/u'=0.1963 v'=0.4783

CCT=6060K(Duv=0.0084) Dominant WL:Ld =504.7nm Purity=4.1%

Ratio:R=13.2% G=81.9% B=4.9%¡¡Peak WL:Lp=445.9nm  FWHM=26.8nm

Render Index:Ra=80.3

R1 =77 R2 =83 R3 =89 R4 =81 R5 =79 R6 =79 R7 =86

R8 =67 R9 =0 R10=61 R11=81 R12=64 R13=78 R14=94 R15=71

Photo Parameters:
Flux  = 788.7 lm   Eff. : 96.05 lm/W  Fe  = 2.500 W

Electrical parameters:
V = 229.86 V     I = 0.05950 A    P = 8.211 W PF = 0.6004

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 41933 (64%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 10:59
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=21.227mW/nm
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x = 0.3189 y = 0.3462

CCT = 6100K

Color Parameters:
Chromaticity Coordinate:x=0.3189  y=0.3462/u'=0.1958 v'=0.4781

CCT=6100K(Duv=0.0088) Dominant WL:Ld =503.7nm Purity=4.4%

Ratio:R=13.0% G=82.2% B=4.8%¡¡Peak WL:Lp=444.5nm  FWHM=24.1nm

Render Index:Ra=79.5

R1 =76 R2 =82 R3 =88 R4 =81 R5 =79 R6 =78 R7 =86

R8 =67 R9 =0 R10=59 R11=81 R12=62 R13=77 R14=93 R15=70

Photo Parameters:
Flux  = 778.3 lm   Eff. : 97.84 lm/W  Fe  = 2.463 W

Electrical parameters:
V = 229.87 V     I = 0.05787 A    P = 7.955 W PF = 0.5979

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 44536 (68%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:04
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.202mW/nm
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Wavelength(nm)
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CCT = 6168K

Color Parameters:
Chromaticity Coordinate:x=0.3177  y=0.3434/u'=0.1960 v'=0.4765

CCT=6168K(Duv=0.0080) Dominant WL:Ld =500.2nm Purity=4.8%

Ratio:R=13.1% G=81.8% B=5.0%¡¡Peak WL:Lp=447.6nm  FWHM=23.6nm

Render Index:Ra=80.6

R1 =77 R2 =84 R3 =89 R4 =81 R5 =79 R6 =79 R7 =87

R8 =67 R9 =0 R10=63 R11=80 R12=60 R13=79 R14=94 R15=71

Photo Parameters:
Flux  = 787.3 lm   Eff. : 96.08 lm/W  Fe  = 2.495 W

Electrical parameters:
V = 229.85 V     I = 0.05925 A    P = 8.195 W PF = 0.6017

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 47108 (72%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:06
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.689mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3191  y=0.3460/u'=0.1959 v'=0.4781

CCT=6092K(Duv=0.0086) Dominant WL:Ld =503.8nm Purity=4.3%

Ratio:R=13.1% G=82.1% B=4.9%¡¡Peak WL:Lp=446.6nm  FWHM=22.5nm

Render Index:Ra=79.8

R1 =76 R2 =83 R3 =89 R4 =81 R5 =79 R6 =78 R7 =87

R8 =66 R9 =0 R10=61 R11=80 R12=60 R13=77 R14=94 R15=70

Photo Parameters:
Flux  = 799.2 lm   Eff. : 97.37 lm/W  Fe  = 2.514 W

Electrical parameters:
V = 229.85 V     I = 0.05968 A    P = 8.208 W PF = 0.5984

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 47858 (73%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:11
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.003mW/nm

350 513 675 838 1000
Wavelength(nm)
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CCT = 6154K

Color Parameters:
Chromaticity Coordinate:x=0.3179  y=0.3440/u'=0.1959 v'=0.4769

CCT=6154K(Duv=0.0082) Dominant WL:Ld =500.8nm Purity=4.7%

Ratio:R=13.1% G=81.9% B=5.0%¡¡Peak WL:Lp=447.2nm  FWHM=24.1nm

Render Index:Ra=80.3

R1 =77 R2 =83 R3 =89 R4 =81 R5 =79 R6 =79 R7 =87

R8 =67 R9 =0 R10=62 R11=81 R12=61 R13=78 R14=94 R15=71

Photo Parameters:
Flux  = 790.8 lm   Eff. : 98.07 lm/W  Fe  = 2.504 W

Electrical parameters:
V = 229.85 V     I = 0.05870 A    P = 8.063 W PF = 0.5976

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 46467 (71%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:14
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.582mW/nm
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CCT = 6141K

Color Parameters:
Chromaticity Coordinate:x=0.3182  y=0.3450/u'=0.1957 v'=0.4774

CCT=6141K(Duv=0.0086) Dominant WL:Ld =501.9nm Purity=4.6%

Ratio:R=13.0% G=82.0% B=5.0%¡¡Peak WL:Lp=447.5nm  FWHM=23.2nm

Render Index:Ra=80.2

R1 =77 R2 =83 R3 =89 R4 =81 R5 =79 R6 =79 R7 =87

R8 =66 R9 =0 R10=62 R11=80 R12=60 R13=78 R14=94 R15=71

Photo Parameters:
Flux  = 797.5 lm   Eff. : 98.36 lm/W  Fe  = 2.515 W

Electrical parameters:
V = 229.84 V     I = 0.05885 A    P = 8.107 W PF = 0.5994

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 47765 (73%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:15
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.133mW/nm
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CCT = 6127K

Color Parameters:
Chromaticity Coordinate:x=0.3184  y=0.3448/u'=0.1959 v'=0.4774

CCT=6127K(Duv=0.0084) Dominant WL:Ld =502.0nm Purity=4.5%

Ratio:R=13.1% G=82.0% B=4.9%¡¡Peak WL:Lp=446.5nm  FWHM=22.9nm

Render Index:Ra=79.9

R1 =77 R2 =83 R3 =89 R4 =81 R5 =79 R6 =79 R7 =87

R8 =66 R9 =0 R10=61 R11=80 R12=60 R13=78 R14=94 R15=70

Photo Parameters:
Flux  = 776.4 lm   Eff. : 97.42 lm/W  Fe  = 2.450 W

Electrical parameters:
V = 229.86 V     I = 0.05804 A    P = 7.970 W PF = 0.5974

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 46630 (71%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:18
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.223mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3202  y=0.3474/u'=0.1962 v'=0.4789

CCT=6038K(Duv=0.0088) Dominant WL:Ld =506.5nm Purity=4.0%

Ratio:R=13.1% G=82.2% B=4.7%¡¡Peak WL:Lp=445.8nm  FWHM=22.1nm

Render Index:Ra=79.3

R1 =76 R2 =82 R3 =88 R4 =80 R5 =78 R6 =78 R7 =86

R8 =66 R9 =0 R10=59 R11=80 R12=61 R13=77 R14=94 R15=70

Photo Parameters:
Flux  = 781.7 lm   Eff. : 97.72 lm/W  Fe  = 2.463 W

Electrical parameters:
V = 229.85 V     I = 0.05820 A    P = 7.999 W PF = 0.5979

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 46707 (71%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:22
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.408mW/nm
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CCT = 6124K

Color Parameters:
Chromaticity Coordinate:x=0.3186  y=0.3442/u'=0.1962 v'=0.4771

CCT=6124K(Duv=0.0080) Dominant WL:Ld =501.5nm Purity=4.5%

Ratio:R=13.1% G=82.1% B=4.8%¡¡Peak WL:Lp=446.5nm  FWHM=23.2nm

Render Index:Ra=79.5

R1 =76 R2 =82 R3 =88 R4 =81 R5 =79 R6 =78 R7 =86

R8 =67 R9 =0 R10=59 R11=80 R12=61 R13=77 R14=93 R15=70

Photo Parameters:
Flux  = 791.9 lm   Eff. : 97.15 lm/W  Fe  = 2.506 W

Electrical parameters:
V = 229.83 V     I = 0.05920 A    P = 8.150 W PF = 0.5991

WHITE:ANSI_6500K

Status:  Integral T = 49 ms  Ip = 47164 (72%)

Model:LED PEAR A60/8W Number:99LED794
Tester:Petya Marinova Date:2018-03-30 11:23
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17A045_4393


