
EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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Spectrum CIE1931 EVERFINE

x = 0.3234 y = 0.3498

CCT = 5888K

Color Parameters:
Chromaticity Coordinate:x=0.3234  y=0.3498/u'=0.1975 v'=0.4806

CCT=5888K(Duv=0.0085) Dominant WL:Ld =515.6nm Purity=3.4%

Ratio:R=13.5% G=81.7% B=4.8%¡¡Peak WL:Lp=444.5nm  FWHM=23.5nm

Render Index:Ra=80.5

R1 =77 R2 =83 R3 =89 R4 =82 R5 =80 R6 =80 R7 =86

R8 =67 R9 =0 R10=62 R11=82 R12=64 R13=78 R14=94 R15=71

Photo Parameters:
Flux  = 888.6 lm   Eff. : 90.59 lm/W  Fe  = 2.805 W

Electrical parameters:
V = 230.02 V     I = 0.07381 A    P = 9.809 W PF = 0.5778

WHITE:OUT

Status:  Integral T = 43 ms  Ip = 43302 (66%)

Model:LED PEAR A60/10W Number:99LED795
Tester:Petya Marinova Date:2017-10-17 16:30
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V032B_4031



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=24.653mW/nm
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x = 0.3235 y = 0.3508

CCT = 5883K

Color Parameters:
Chromaticity Coordinate:x=0.3235  y=0.3508/u'=0.1972 v'=0.4811

CCT=5883K(Duv=0.0089) Dominant WL:Ld =517.4nm Purity=3.5%

Ratio:R=13.4% G=81.8% B=4.8%¡¡Peak WL:Lp=444.5nm  FWHM=21.6nm

Render Index:Ra=80.1

R1 =77 R2 =83 R3 =89 R4 =81 R5 =79 R6 =79 R7 =86

R8 =67 R9 =0 R10=61 R11=81 R12=64 R13=78 R14=94 R15=70

Photo Parameters:
Flux  = 892.9 lm   Eff. : 90.00 lm/W  Fe  = 2.807 W

Electrical parameters:
V = 229.96 V     I = 0.07485 A    P = 9.921 W PF = 0.5764

WHITE:OUT

Status:  Integral T = 43 ms  Ip = 45181 (69%)

Model:LED PEAR A60/10W Number:99LED795
Tester:Petya Marinova Date:2017-10-17 16:33
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V032B_4031



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=22.934mW/nm
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Color Parameters:
Chromaticity Coordinate:x=0.3237  y=0.3507/u'=0.1973 v'=0.4810

CCT=5875K(Duv=0.0088) Dominant WL:Ld =517.8nm Purity=3.5%

Ratio:R=13.5% G=81.7% B=4.9%¡¡Peak WL:Lp=444.5nm  FWHM=22.8nm

Render Index:Ra=80.7

R1 =77 R2 =83 R3 =90 R4 =82 R5 =80 R6 =80 R7 =87

R8 =67 R9 =0 R10=62 R11=82 R12=64 R13=78 R14=94 R15=71

Photo Parameters:
Flux  = 850.4 lm   Eff. : 91.55 lm/W  Fe  = 2.674 W

Electrical parameters:
V = 229.95 V     I = 0.07106 A    P = 9.290 W PF = 0.5685

WHITE:OUT

Status:  Integral T = 43 ms  Ip = 42101 (64%)

Model:LED PEAR A60/10W Number:99LED795
Tester:Petya Marinova Date:2017-10-17 16:34
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V032B_4031



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=21.700mW/nm
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x = 0.3230 y = 0.3500
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Color Parameters:
Chromaticity Coordinate:x=0.3230  y=0.3500/u'=0.1972 v'=0.4806

CCT=5904K(Duv=0.0087) Dominant WL:Ld =514.8nm Purity=3.5%

Ratio:R=13.5% G=81.4% B=5.0%¡¡Peak WL:Lp=445.8nm  FWHM=24.9nm

Render Index:Ra=81.6

R1 =78 R2 =84 R3 =91 R4 =82 R5 =80 R6 =81 R7 =87

R8 =68 R9 =0 R10=65 R11=82 R12=65 R13=79 R14=95 R15=72

Photo Parameters:
Flux  = 844.0 lm   Eff. : 92.25 lm/W  Fe  = 2.666 W

Electrical parameters:
V = 229.93 V     I = 0.06981 A    P = 9.149 W PF = 0.5700

WHITE:OUT

Status:  Integral T = 43 ms  Ip = 40063 (61%)

Model:LED PEAR A60/10W Number:99LED795
Tester:Petya Marinova Date:2017-10-17 16:36
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V032B_4031



EVERFINE HAAS-1200 Test Report

Spectrum Test Report

1.0=23.407mW/nm
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x = 0.3234 y = 0.3510
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Color Parameters:
Chromaticity Coordinate:x=0.3234  y=0.3510/u'=0.1970 v'=0.4812

CCT=5883K(Duv=0.0091) Dominant WL:Ld =517.6nm Purity=3.6%

Ratio:R=13.4% G=81.9% B=4.7%¡¡Peak WL:Lp=444.4nm  FWHM=21.7nm

Render Index:Ra=79.8

R1 =77 R2 =82 R3 =89 R4 =81 R5 =79 R6 =79 R7 =86

R8 =66 R9 =0 R10=60 R11=81 R12=64 R13=77 R14=94 R15=70

Photo Parameters:
Flux  = 852.1 lm   Eff. : 91.85 lm/W  Fe  = 2.675 W

Electrical parameters:
V = 229.94 V     I = 0.07067 A    P = 9.277 W PF = 0.5709

WHITE:OUT

Status:  Integral T = 43 ms  Ip = 42959 (66%)

Model:LED PEAR A60/10W Number:99LED795
Tester:Petya Marinova Date:2017-10-17 16:37
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V032B_4031


