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Technical data: 
 

 

▪ Rated voltage: 230V; 50-60Hz   

▪ Power: 9W;  

▪ Colour temperature: 1700K; 7500K 

▪ LED source: SMD 2835 

▪ Lamp holder: E27 

▪ Beam angle: 220˚;  

▪ Colour rendering index: Ra≥80   

▪ Switch on/off: >20 000 

▪ Average life: 25 000h 

▪ Dimmable 

▪ Protection degree: IP65 

 

Features: 
 

 

▪ Low power consumption 

▪ High efficacy and long lifetime 

▪ Increases layers fertility 

▪ Especially designed for poultry farm 

▪ Dimmable from 0 to 100 % 

▪ No flicker 

▪ Simple installation, replace the traditional light source 

▪ Instant-on light. 
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Area of application: 
 

 

▪ Poultry house  

▪ Barn 

▪ Warehouse 

▪ Shops 

 

 

 

Variants and Dimensions: 
 

 

 

 

 

 

 

 

 

 

Usage Watt LED lamp 
lumens 

Colour 
temp. 

Beam 
angle 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (K)  Length Diameter  

        

Broilers 9 720 7500 220˚ 110 60 99LED9BR 

Layers 9 720 1700 220˚ 110 60 99LED9L 
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EN 55015 ● EN 61000-3-2 ● EN 61000-3-3 ● EN 61547 ● EN 62560 ● EN 13032-4 ● EN 50581:2012 


