
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

WATERPROOF JUNCTION BOXES 



TECHNICAL SPECIFICATION  

WATERPROOF JUNCTION BOXES 

www.elmarkholding.eu  
 

Advantages: 
 

▪ Chemical, heat and UV resistant 

▪ Quick and easy installation 

▪ Technological openings on each box side used as inputs of the branched conductors 

▪ Rubber gaskets which provide the corresponding IP code 

Functions: 
 

▪ Used for prolonging and branching of cable lines at laying of cable installations outdoors or in 

buildings where junction boxes must meet certain requirements in regard to dustproof and 

waterproof 

Applications: 
 

▪ Garden and architectural lighting 

▪ Construction 

▪ Industry 

 

Variants: 
 

 

 

 

 

Box type Box dimensions Colour IP code Packing/ 
Box 

Catalogue 
number 

 L H W     

A6 80 43 34 Grey 55 10 M008128 

A8 75 75 36 Grey 55 10 M008129 

B8 80 80 45 Grey 54 100 8030 

B10 100 100 45 Grey 54 100 8031 

T100 151 117 67 Grey 66 1 M008123 

T160 190 150 77 Grey 66 1 M008058 

T250 240 190 95 Grey 66 1 M008118 

 


