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Description 

The junction boxes can easily be installed under the ground. Made of high-quality 

plastic housing, it will not crack or fade in sunlight, durable for years of use, 

corrosion resistant, high temperature resistant, long-life. The junction boxes are with 

high waterproof level IP68, dust-proof, anti-UV, with 2-way plastic terminal, it can be 

installed horizontally and vertically as external junction box. There are used in 

external lighting facilities requiring waterproof or weatherproof protection, 

streetlights, buried lights, garden lights, outdoor flood lights, etc. 

 

Technical characteristics 

 Type: Waterproof junction box 

 Voltage: 450V AC 

 Rated current: 24A. 

 Entry QTY: 2, 3, 4, 5, 8 

 Terminal Blocks: 3 pole screw fix terminals 

 Cable cross section: 0,5-2,5mm2 

 Material: UL94V-2 Fire and flame retardant 
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PRODUCT DETAILS » 

 

Catalogue  
number 

Entry QTY Colour L 
(mm) 

H 
(mm) 

W 
(mm) 

Packing (pcs.) 

31076 2 black 161.74 66.98 38 1 

31077 3 black 161.74 93.97 38 1 

31078 4 black 161.74 93.97 38 1 

31079 5 black 161.74 107.86 38 1 

31080 8 black 170.63 49.3 38 1 
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