
EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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350 513 675 838 1000
Wavelength(nm)

0.0

0.2

0.4

0.6

0.8

1.0

1.2
Spectrum CIE1931 EVERFINE

x = 0.3204 y = 0.3516

CCT = 6016K

Color Parameters:
Chromaticity Coordinate:x=0.3204  y=0.3516/u'=0.1948 v'=0.4810

CCT=6016K(Duv=0.0107) Dominant WL:Ld =511.6nm Purity=4.1%

Ratio:R=11.6% G=85.1% B=3.3%¡¡Peak WL:Lp=447.9nm  FWHM=21.2nm

Render Index:Ra=68.2

R1 =64 R2 =72 R3 =77 R4 =69 R5 =66 R6 =63 R7 =80

R8 =55 R9 =0 R10=33 R11=65 R12=36 R13=65 R14=87 R15=58

Photo Parameters:
Flux  = 45.83 lm   Eff. : 37.72 lm/W  Fe  = 137.0 mW

Electrical parameters:
V = 230.10 V     I = 0.02472 A    P = 1.215 W PF = 0.2137

WHITE:OUT

Status:  Integral T = 624 ms  Ip = 47155 (72%)

Model:GRF LED001/1.5W Number:96GRFLED001
Tester:Petya Marinova Date:2018-06-27 13:05
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535



EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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x = 0.3198 y = 0.3505

CCT = 6046K

Color Parameters:
Chromaticity Coordinate:x=0.3198  y=0.3505/u'=0.1948 v'=0.4804

CCT=6046K(Duv=0.0105) Dominant WL:Ld =509.4nm Purity=4.2%

Ratio:R=11.6% G=85.0% B=3.4%¡¡Peak WL:Lp=448.3nm  FWHM=21.1nm

Render Index:Ra=68.4

R1 =64 R2 =72 R3 =77 R4 =69 R5 =66 R6 =63 R7 =80

R8 =56 R9 =0 R10=34 R11=65 R12=36 R13=65 R14=87 R15=58

Photo Parameters:
Flux  = 45.83 lm   Eff. : 37.30 lm/W  Fe  = 137.1 mW

Electrical parameters:
V = 230.00 V     I = 0.02458 A    P = 1.229 W PF = 0.2173

WHITE:OUT

Status:  Integral T = 624 ms  Ip = 47814 (73%)

Model:GRF LED001/1.5W Number:96GRFLED001
Tester:Petya Marinova Date:2018-06-27 13:19
Temperature:25.3Deg Humidity:65.0%
Manufacturer:ELMARK Remarks:O17V077B_4535


