
EVERFINE HAAS-1200 Test Report

Spectrum Test Report
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Spectrum CIE1931 EVERFINE

x = 0.1469 y = 0.7147

CCT = 8275K

Color Parameters:
Chromaticity Coordinate:x=0.1469  y=0.7147/u'=0.0521 v'=0.5701

CCT=8275K(Duv=0.1628) Dominant WL:Ld =521.9nm Purity=76.3%

Ratio:R=0.2% G=96.5% B=3.3%¡¡Peak WL:Lp=516.5nm  FWHM=32.9nm

Render Index:Ra=0.0

R1 =0 R2 =0 R3 =0 R4 =0 R5 =0 R6 =0 R7 =0

R8 =0 R9 =0 R10=0 R11=0 R12=0 R13=0 R14=39 R15=0

Photo Parameters:
Flux  = 536.8 lm   Eff. : 40.02 lm/W  Fe  = 1.187 W

Electrical parameters:
V = 220.14 V     I = 0.1157 A    P = 13.41 W PF = 0.5267

WHITE:OUT

Status:  Integral T = 20 ms  Ip = 51880 (79%)

Model:STREAM36 RGB_36W Number:98STREAM36RGB
Tester:Petya Marinova Date:2015-04-23 09:41
Temperature:25.3Deg Humidity:65.0%
Manufacturer:EVERFINE Remarks:O14L036A


